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» DC-500

5.0 Megapixeles

Sensor CMOS de 5.0 megapixeles
Zoom digital 8x
Pantalla TFT de 3"

Funcion de video
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Funcion de camara web




@® AGFAPHOTO

DC-500

Especificaciones técnicas

» Sensor » Flash
Sensor 5.0 megapixel CMOS Funciones de flash Built in (auto, on/off)
» Objetivo » Interfaz
Objetivo 4G USB 11
Longitud focal 8.4mm
Lente F/2.8
Velocidad de obturacion 1/20 ~ 1/6000 s.
» Energia

Alimentacion

3AAA batteries

Desconexion automatica

30s-59m+30s

» Zoom
Zoom digital 8x

» Otros

Dimensiones 90 x 20 x 60 mm
» Enfoque Carcasa Highend plastic
Gama de enfoque 1.5m ~ infinity Peso 959

» Exposicién

» Accesorios

Compensacion de la exposicion

-1.5EV to + 1.5EV

Balance de blancos

Daylight, dusk, fluorescent, sunrise

USB cable, manual, pouch, CD-Rom,
3 AAA batteries, hand strap

Control de la exposicién

Automatic/manual

» Logistica
Ndmero del articulo 06815
» Pantalla Codigo EAN 4004781068156
Pantalla LCD 15" TFT Embalaje camara 222x143x52cm
Unidades de embalaje 10 pcs
Peso [embalaje) approx. 500 g
Peso/unidad de embalaje approx. 5500 g
» Almacenamiento Dimensiones/unidad de embalaje 30.2 x 28 x 24.2 cm
Memoria interna 16 MB

Memoria externa

SD/MMC card slot

» Resolucion

Fotografias

2592 x 1944, 2048 x 1536, 1600 x 1200

Video

320 x 240,192 x 144

» Formato de archivo

Sello del comerciante

Fotografias

JPEG, Exif 2.1
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duct or provide any product warranty or support. For service, support and warranty information, contact
the distributor or manufacturer. All other brands and product names are registered trademarks of their
respective owners. Product design and technical features can be changed without notice.
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