
 OPTIMA 2338mT
12.0 MégaPixels

 Capteur CCD de 12.0 MégaPixels

 Zoom optique 3x, zoom numérique 5x

 Écran LCD TFT de 3.0 pouces

 Prise en charge des cartes SDHC

 Enregistrement vidéo avec son

 24 modes scène

 Batterie au lithium-ion

 Corps en métal 

Caractéristiques spéciales

 Écran tactile

 Suivi du visage 

 Stabilisateur numérique

 Détection du sourire

 Bracketing automatique au niveau d'exposition

 Format vidéo YouTube®
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Spécifi cations techniques

 

12.0 MegaPixel CCD sensor 

 

6 elements in 5 groups

f = 6.3 (W) ~ 18.9 (T) mm

35.5 (W) ~ 106.5 (T) mm

F/ 3.1 (W), 5.6 (T)

1/2000 ~ 1 sec.

3x 

5x

40 cm ~ infi nity (W/T)

10 cm ~ 60 cm (W), 40 cm ~ 60 cm (T)

-2 EV to +2 EV in 1/3 steps, (-2.0, -1.7, 

-1.3, -1.0, -0.7, -0.3, 0.0, +0.3, +0.7, +1.0, 

+1.3, +1.7, +2.0)

Center-weighted, multi, spot

Automatic/ manual

Automatic, 100, 200, 400, 800, 1600

3200 

Automatic, daylight, cloudy, tungsten,

3.0" TFT LCD, touch screen

960 (W) x 240 (H)

32 MB 

SD card: up to 2 GB; SDHC card: up to 

16 GB

4000 x 3000, 4000 x 2672 (3:2), 

3264 x 2448, 2592 x 1944, 2048 x 1536,  

1920 x 1080 16:9 (HD), 640 x 480 

848 x 480 (16:9), 640 x 480 (share 

YouTube®), 320 x 240 

15, 30 fps

 

JPEG (EXIF 2.2 compatible), DCF format 

DPOF compatible

MJPEG w/audio

WAV

Automatic, red eye reduction, automatic 

red eye reduction, slow sync, on/ off

 

Program, movie, voice recording, sunset, 

backlight, quick mode, landscape, 

portrait, snow, night scene, kids, food, 

fi reworks, building, text, sports, party, 

candlelight, night portrait, soft skin, 

soft  fl owing water, smile detection,

auction, blink detection

Full speed

PAL/ NTSC

 

Lithium-ion battery

1 min., 3 min., 5 min.

 

95.4 x 56.4 x 18.9 mm

Metal

130 g

 

USB/ AV cable, pouch, lithium-ion bat-

tery, battery charger, power cord, hand 

strap, CD software, quick guide

 

06919

4004781069191

884375069196

225 x 161 x 87 mm 

5

799 g

4.7 kg

460 x 250 x 190 mm  

custom, fl uorescent
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