
6.0 MegaPixel CCD Sensor •

5x Digitalzoom •

2.4'' TFT LCD Display •

10m wasserdicht, 2 bar - atm •

Hot key Taste •

Unterwasser Videos mit Ton •

Staubdicht •

Unterwasser & Sport Kamera

DC-600uw



 
6.0 MegaPixel CCD sensor

Fixed focus
f = 6.09 mm
36.5 mm
F/ 3.2, 7.0
1/1000 ~ 8 sec 

5x 

1.2 m ~ infinity; Macro: 20 cm 

-2 EV to + 2 EV in 0.5 steps, ( -2.0, -1.5, -1.0, -0.5, 0.0, 
+0.5, +1.0, +1.5, +2.0 )
Multi, spot
Automatic, 100, 200, 400, 800, 1600
Automatic, daylight, cloudy, fluorescent, tungsten, 
sunset, customer
Programmed AE

2.4” TFT LCD display

32 MB (16 MB for storage)
SD card: up to 2 GB; SDHC card: up to 8 GB

3680 x 2760 (interpolation), 2816 x 2112, 
2048 x 1536, 640 x 480 
640 x 480 (share YouTube®), 320 x 240
30 fps

JPEG (EXIF 2.2 compatible), DCF format DPOF 
compatible
MJPEG
WAV

Automatic, automatic & red eye reduction, 
slow sync, on/ off 

Automatic, program, portrait, landscape, 
night landscape, sunset, backlight, 
fireworks, candlelight, beach, auction, 
underwater 

High speed
PAL/ NTSC

2 AA batteries
Off, 1 min., 3 min., 5 min.

101 x 61 x 32 mm
Highend plastic
131 g 

USB/ AV cable, 2 AA batteries, hand 
strap, pouch, CD-Rom, manual

06920
4004781069207
884375069202
222 x 161 x 89 mm
5
approx. 500 g
approx. 3 kg
245 x 182 x 464 mm

AgfaPhoto is used under license of Agfa-Gevaert NV & Co. KG or Agfa-Gevaert NV. Neither Agfa-Gevaert 
NV & Co. KG nor Agfa-Gevaert NV manufacture this product or provide any product warranty or support. 
For service, support and warranty information, contact the distributor or manufacturer. All other brands 
and product names are registered trademarks of their respective owners. YouTube is a brand of Google, 
Inc. and YouTube, LLC, Mountain View, California, US. Product design and technical features can be changed 
without notice.

AgfaPhoto Holding GmbH, www.agfaphoto.com
Manufactured by plawa-feinwerktechnik GmbH & Co. KG, www.plawa.com

Händlerstempel

Bildsensor
Sensor

Objektiv
Linse
Brennweite
Äquivalent 35mm Kamera
Lichtstärke
Verschlusszeit

Zoom
Digitaler Zoom

Fokussierung
Fokusreichweite

Belichtung
Belichtungsausgleich

Belichtungsvarianten
ISO
Weißabgleich

Belichtungskontrolle

Display
Display

Speichermedium
Interner Speicher
Externer Speicher

Auflösung
Bild

Video
Bildwiederholrate

Dateiformat
Bild

Video
Audio

Blitzfunktion
Blitzlicht

Motivmodus
Motivmodi

Schnittstellen
USB 2.0
TV-out

Stromversorgung
Stromversorgung
Automatisches Abschalten

Sonstiges
Abmessung
Gehäuse
Gewicht

Enthaltenes Zubehör
Standard

Logistik
Artikelnummer
Barcode
UPC Code
Verpackung
VPE
Gewicht (Verpackung)
Gewicht (VPE)
Dimensionen

6.0 MegaPixel CCD Sensor •
5x Digitalzoom •
2.4'' TFT LCD Display •
10m wasserdicht, 2 bar - atm •

Hot key Taste •
Unterwasser Videos mit Ton •
Staubdicht •

DC-600uw
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