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3.2 MP

Color Display

4x Digital Zoom



Deutsch
Spypen oboe - Ein ausgefallenes Design macht diese Spypen oboe zum
Blickfang. Auch die technischen Features können sich sehen lassen: Die
Kamera besitzt eine Auflösung von 3.2 Megapixeln und ein 4fach Zoom.
Durch ein Eyefinder Colordisplay können Bilder selbst bei stärkster Sonnen-
einstrahlung begutachtet werden. Integriert ist ein 16 MB Speicher. Ein
integriertes Blitzlicht rundet das Sortiment an Features ab.

English
Spypen oboe, its unusual design makes the Spypen oboe a real eye catcher.
And the technical features are just as dazzling. The camera offers a reso-
lution from 3.2 megapixels and a 4-way zoom. The eyefinder color display

makes the spypen oboe particularly easy to use even under heavy sunlight.
All data is recorded onto a SD/MMC memory card. An integrated flash
rounds off the range of features.

Español
Su fascinante diseño telescópico y una potente tecnología convierten a la
Spypen oboe en el centro de atención. La cámara ofrece una resolución de
3.2 Megapíxeles y un zoom de 4 aumentos. Gracias a la pantalla en color
Eyefinder, la Spypen oboe destaca por su cómodo manejo y su ahorro ener-
gético. La cámara garantiza fotografías emocionantes, excitantes secuen-
cias de vídeo y función de web de primera calidad.
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Item no. Packing unit

0133 6

Audio File Format approx. 15 min.

Photo File Format JPEG, EXIF 2.1

Video File Format AVI (with sound on Computer)
TV-out: PAL / NTSC

Flash Light Integrate (On/Off/auto)

Connection USB 1.1

Auto Power off 1 min./ 3 min. or out

Power Supply Rechargable Li polymer battery, via USB

Power Consumption > 60 min. at camera switched on

Self Timer 10 sec. with beep sound

Dimensions 148 x 31 x 41 mm

Weight 172g

Housing Plastic (ABS/PC), Highend Finish

System Requirements Windows® 98 SE, ME, 2000, XP, Mac OS 9.2~ X

Accessories Driver PC, ArcSoft Funhouse 1.0 
ArcSoft PhotoPrinter 2000
ArcSoft PhotoStudio 4.0
ArcSoft VideoImpression 1.6
Microsoft NetMeeting
Adobe Acrobat Reader
Instruction manual on CD (PDF)
USB/ TV-Cable
Pouch
Mini Tripod

Sensor 3.2 Megapixel image output

Lens and Type 4 x glass, IR Filter coated

Focal Length 9 mm

Lens Speed 3.5

Digital Zoom 4x

Focus Range Fix, 1.5 m - infinity

Exposure Control Auto

Exposure Compensation from +1.5 to -1.5 with 0.3 steps

White Balance Auto, manual (daylight, cloud,
fluorescent, incandescence)

Viewfinder 110.000 Pixel Eyefinder
Color Display equal to a 5” TFT Color Display

Color Display Eyefinder, Kopin cyber display

Memory (internal) 16MB Nand flash memory

Memory (external) SD Card (8-256MB)

Storable Photos
High Resolution 17: 2048 x 1536 High

Storable Photos
Normal Resolution 28: 1600 x 1200 Normal

Storable Photos
Low Resolution 105: 800 x 600 Eco

Recording Video Time, 
High Resolution, Speed 320 x 240, 15 fps, 90 sec.

internal with sound

Resolution Web, Speed 320 x 240, 15 - 20 fps

Technical Specifications

BAR Code

4004781001337


